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CORNING   Compression Connectors 
 
 
 

F PLUG COMPRESSION (RG 6)  

F 56CX3 4,9 
Operational to 3 GHz 
Impedance 75 Ohm 
Max. Tensile strength (overall) 120 N 

F PLUG COMPRESSION (RG 11) 

FM RG11 CX3 7,5 

 
Operational to 3 GHz 
Impedance 75 Ohm 
AMP rating 7.0 A 
Max. Tensile strength (overall) 450N 
 

F PLUG COMPRESSION (RG 11) 

3,5/12M RG11CX3 7.5 

 
Operational to 3 GHz 
Impedance 75 Ohm 
AMP rating 7.5 A 
Max. Tensile strength (overall) 200 N 
 

F-PLUG COMPRESSION (RG 59) 

F 59 CX3 3,9 

 
Operational to 3 GHz 
Impedance 75 Ohm 
AMP rating cable data 
Max. Tensile strength (overall) 120 N 
 

CX3 FOR CA. 5MM MINI CABLES 

FM 60 CX3 MINI 5.0 

 
Operational to 3 GHz 
Impedance 75 Ohm 
AMP rating 5 A 
Max. Tensile strength (overall) 120 N 
 

 
Weitere Produkttypen auf Anfrage. 
 


