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COMMSCOPE  Intelligent Channel Optimizer  

 

FÜR C4 & C4C CMTS, E6000 CER  

 
Der Intelligent Channel Optimizer (ICO) ist ein Werkzeug mit  
grafischer Benutzeroberfläche, mit dem sich der Durchsatz  
von RF-Upstreamkanälen optimieren lässt, die mit ARRIS 
C4/C4c CMTS DOCSIS 2.0 (2Dx12U) CAMs, 3.0 (12U und 
24U) CAMs und E6000 CER UCAMs verbunden sind.  
 
Nach Analyse der Rauschbedingungen auf einem 
bestimmten Upstreamkanal verwendet der ICO Fehleranalysealgorithmen, um Anleitungen für  
ein optimales Modulationsprofil und Upstreamkanal -Einstellungen zu geben. Der Bediener  
kann dann mit dem ICO die empfohlenen Profile und Kanaleinstellungen auf dem gewählten 
Upstream vornehmen. Der ICO läuft auf einem Laptop oder Desktop -PC und kann aus der 
Ferne via Telnet, Secure Shell Version 2 und SNMP bedient werden.  
 
 
 
 
 

 
 
 
 
 
 

• Optimierung von Modulationsprofilen und Upstreamkanal -Parametern für maximalen 
Durchsatz 

• ICO läuft auf Laptops oder Desktop-PCs 

• Kann aus der Ferne via Telnet, Secure Shell v2 und SNMP bedient werden  

• Arbeitet mit C4 CMTS Release 5.x und 7.1 und neuerer Software  

• Arbeitet mit C4c CMTS Release 7.1 und neuerer Software  

• Die ICO-Berechnung erfolgt auf einer breiten Palette von  
o Modulationsprofiltypen 
o Kanalbreiten 
o Mittenfrequenzen 
o FEC-Werten (Forward Error Correct ion)  
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SPEZIFIKATIONEN 

MINIMUM REQUIREMENTS FOR CUSTOMER SUPPLIED HARDWARE PLATFORM 

Laptop/PC equipped with:  

Pentium III @500Mhz, 512 MB RAM 
512 MB Hard-Disk free space for installation 
1024 x 768 True-color 
10baseT Ethernet Card 

MINIMUM REQUIREMENTS FOR CUSTOMER SUPPLIED OPERATING SYSTEM 

 Windows XP, Windows 7 or Windows 8 
Java 1.5 or later 

REQUIRED CMTS HARDWARE 

 
C4/C4c CMTS with DOCSIS 2.0 CAMs (2Dx12U) and DOCSIS 3.0 CAMs (12U 
and 24U). 
E6000 CER 

REQUIRED CMTS SOFTWARE 

 
C4 Release 5.x, 7.4 or higher 
C4c Release 7.4 or higher 
E6000 Release 1.1 or higher 

CONNECTION PROTOCOL 

C4/C4c C4/C4c : Telnet, SSHv2, SNMP 

E6000 Telnet, SSHv2 

ICO OPERATION MODES 

Major Operation Modes: 
FFT Capture Mode – uses time domain sampling of the specified upstream 
spectrum 

 
Optimizer Mode – uses the FFT capture data to provide guidance on parameter 
optimization 

 
Theory Mode – explores how changes in various channel characteristics and 
burst profile parameters might affect performance 

Minor Operation Modes: 
Iterative Mode – schedules FFT data captures to be taken at specified intervals 
over a specified time period 

 
Averaging Mode – uses FFT data averaged over a specified time period to run 
the Optimizer Mode functions 

 
Worst-case Mode – takes samples at specified time intervals for a specified 
period; uses worst-case FFT data to run the Optimizer Mode functions 

ICO CHARTS AND GRAPHS 
 Power density versus frequency 

 Packet error rate versus Signal-to-Noise Ratio (SNR) 

 Achievable bit rate versus SNR 

 Bit rate, packet rate or packet error rate versus packet size 

 

BESTELLINFORMATIONEN 

BESTELLNUMMER BESCHREIBUNG 

#1000226 Intelligent Channel Optimizer Release 1.0.2, Per C4/C4c Chassis License 

#783907 Intelligent Channel Optimizer Release 1.0.2, Per E6000 Chassis License 

#719484 Annual Service Contract for cable operators and resellers  

#721042 Annual Service Contract for value-added resellers 

 

 


