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ASTRO   V 112 
 

2X AV TO 2X PAL MODULATOR 

 

• Conversion of two analog audio / video signals into two 
standard PAL adjacent channels in the frequency range 
of 47-862 MHz 

• Direct Digital Technologie enables outstanding output 
parameters 

• Free configuration via software 

• Support of all current TV standards 

• Outstanding signal quality by channel selective output filters (optional)  

 
 
 

RF MODULATORS 

Output frequency [MHz] 47-862 

Output level [dBμV] 90-100 

Output channels  K2-K69 (C2-C69) 

Intermod. distance [dB] typ. 60 

Return loss [dB] >10 

Spurios freq. distance [dB] typ. 60 

TV standard  PAL / SECAM B/G/D Secam L, A2 /Nicam 

Video signal to noise rate [dB] typ. 60 

AUDIO / VIDEO 

Input  15 pin SUB- D connector (2 A/V inputs per socket)  

AUDIO 

Input level [V RMS] 0,5 / 600 Ω 

Frequency range [Hz] 40-15000 

Signal to noise ratio [dB] typ. 45 

VIDEO 

Bandwidth  25 Hz-4,8 MHz 

Input level Vss 1 / 75 Ω 

COMMON DATA 

Temperature range [°C] 0 … +50 

 


