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ASTRO   V 202 
 

ASI / QAM PLUG IN CARD 

 

• For processing two independent ASI input 
streams into two QAM adjacent channels in 
the frequency range of 47-862 MHz 

• Outstanding output parameters by Direct 
Digital technology: MER typ. 45 dB, 
shoulder attenuation typ. 58 dB 

 

SPECIFICATIONS 

 
TYPE  V 202 

ASI INPUT 

Inputs  2 x DVB ASI 

Connectors [Ω] F socket , 75 / BNC at the housing 75 

Bit rate [Mbit/s] Burst 270 / constant 75 

Transmission mode  Packet burst / continous 

Packet size  188, 204 

Reed-Solomon Decoding  DVB in packet length 204 

QAM-MODULATOR 

Modulation  16-, 32-, 64-, 128-, 256-QAM 

Signal processing  According to the DVB standard 

Spectrum shape cos-roll-off [%] 15 

FEC  Reed-Solomon (204,188)-Code 

Data rate adjust  implements 

Correction  implements 

PID-Filtering  implements 

NIT-Handling  implements 

Output symbol rate [Mbaud] 3,45-6,9 

Bandwidth [MHz] 4-8, depending on symbol rate 

Brutto data rate [Mbits] Ca. 13,8 … 55,2 

RF OUTPUT 

Connections [Ω] IEC socket,75 

Frequency range [MHz] 47-862 (K02-K69) 

Output level [dBµV] 80 … 90 adjustable  

Noise suppression [dB] ≥ 58 

MER (Equalizer, 64 QAM) [dB] ≥ 45 

Spurious frequency distance 40-862 MHz [dB] > 60 discrete interferers / > 57 noise interferences 

COMMON DATA 

Temperature range [°C] 0 … + 50 

 
 


