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ASTRO   V 212 (CI) 
 

DIGITAL ASI TWIN PLUG IN CARD 

 

• For processing two TV programs from two independent 
ASI input streams into two PAL adjacent channels  

• Outstanding output parameters by Direct Digital 
technology: Video S/N typ. 60dB, residual carrier accuracy 
of 1% 

• Adjustment of the output level electronically via headend 
programming software 

• CI Interface (only V 212 CI) 

 
 
 

ASI INPUT 

Inputs  2 x DVB ASI 

Connectors [Ω] F-female BNC at the housing, 75 

Bit rate [Mbit/s] Burst 270 / constant 75 

Transmission mode  Packet burst / continous 

Packet length  188,204 

Reed-Solomon decoding  Optional in 204 

CI Interface  Only type V 212 CI 

RF MODULATORS 

Connectors  IEC female, 75 

Frequency range [MHz] 47-862  

Output level [dBμV] 90-100 adjustable 

Output channels  K02-K69 (C2-C69) 

Intermod. distance [dB] typ. 60 

Return loss [dB] > 10 

Spurios freq. distance [dB] typ. 60 

Intercarrier distance [dB] typ. 60 

Stereo cross talk [dB] > 55 

TV standard  PAL/SECAM, B/G/D, SECAML, A2/NICAM 

Video signal to noise rate [dB] typ. 60 

COMMON DATA 

Temperature range [°C] 0 … +50 

 


