
 

COMPACT TV HEADENDS 

 

 
© 2019 Normann Engineering GmbH • Linzer Str. 139 • A-4600 Wels • T +43 (0) 7242 70 921-0 • office@normann-engineering.com • Irrtum, Satz- und Druckfehler vorbehalten 

ASTRO   V 613 (CI)(AC3) 
 

SIGNAL CONVERTER 2 X DVB-S2 TO PAL 

 

• Plugin card for modular base unit V 16 

• Processing of 2 independent DVB-S2 input signals into 
2 PAL output channels in the frequency range 47 to 862 
MHz 

• VPS, teletext and WSS 

• Two independent input tuners for maximum flexibility 

• 2 CI slots 

• 2 channel selective filter slots  

• HD in SD downscaling 

• Version with optional AC-3 decoding available 
 
 

DVB-S(2) DEMODULATOR 

Connectors [Ω] 75, F-jack 

Input frequency range [MHz] 950-2150 

Input level [dBμV] 40-80 

SAT-IF input [Ω] 75, F-jack 

Reflection loss [dB] ≥ 10 

Input symbol rate [MS/s] max. 45,0 

Viterbi decoding 
(according DVB standard) 

 
1/2; 2/3; 3/4; 5/6; 7/8; automatic / manual 

DVB-S2 LDPC  1/2; 1/3; 1/4; 2/3; 2/5; 3/5; 4/5; 5/6; 8/9; 9/10 

DVB-S2 Roll-off-factors  0,20;0,25;0,35 

DVB-S2 modulation  QPSK, 8PSK 

RF MODULATORS 

Connectors [Ω] 75, IEC-jack 

Output frequency [MHz] 47 – 862 

Output channels  K2 - K69 

Output level [dBμV] 95 – 100 

Intermodulation distance [dB] typ. 60 

Reflection loss [dB] > 10 

Spurious frequency distance [db] typ. 60 

TV standard  PAL, A2/NICAM; (others on request) 

Intercarrier signal-to-noise ratio  typ. 58 

Residual carrier accuracy [%] 1 

Video signal-to-noise ratio [dB] typ. 58 

channel selecetive filter pluggable    

COMMON DATA 

Power consumption [W] 14,9, without CI-module 

Ambient temperature [°C] 0…+45 

 
The V 613 CI is also available with additional AC-3 decoding option 
 
V 613 CI (AC-3) 

Order number 380 616 
EAN-Code 4026187170851 

 


