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ASTRO  X-A/V quad 
 

SIGNAL CONVERTER 4 X A/V INTO PAL 

 

• plugin card for base units X-2 twin, X-8 twin and V 16 

• for modulation and supply of audio / video sources into CATV or SAT -IF devices (output 
frequency range 47 - 862 MHz) 

• separate on and off switching of output channels 

• free configuration via software 

• complient to all common TV norms 

• outstanding signal parameters by Direct Digital Technology 

 

SPECIFICATIONS 

TYPE X-A/V QUAD 

Number of inputs  4 

AUDIO / VIDEO 

Connectors  15-pole SUB-D-jack (2 A/V input signals per jack)* 

Audio 

Input levell  [V RMS] 0,5 

Frequency range  40 Hz - 15 kHz 

Signal-to-noise ratio [dB] typ. 45 

Video 

Bandwidth  25 Hz - 4,8 MHz 

Input level 
[Vss/75 

Ω] 
1 

RF MODULATORS 

Connectors [Ω] IEC-Buchse, 75 

Output frequency range [MHz] 47 – 862 

Output channels  K2 - K69 

Output level [dBμV] 90 – 100 

Intermodulation distance [dB] typ. 60 

Reflection loss [dB] > 10 

Spurious frequency distance [dB] typ. 60 

TV standard  B, G (D/K on request) 

Video signal-to-noise ratio [dB] typ. 60 

channel selective output filter pluggable   no 

COMMON DATA 

Power consumption [W] 15 

Ambient temperature [°C] 0...+50 

 
* Adaptor cable VCP 15-2 for connection to source device required  


