
 

COMPACT TV HEADENDS 

 

 
© 2019 Normann Engineering GmbH • Linzer Str. 139 • A-4600 Wels • T +43 (0) 7242 70 921-0 • office@normann-engineering.com • Irrtum, Satz- und Druckfehler vorbehalten 

ASTRO   X-DTU duo 
 

SIGNAL CONVERTER 2 X TERRESTRIAL TO 2 X 1 
TERRESTRIAL 

 

• plugin card for modular base units X-2 twin, X-8 twin and V 
16 

• for processing of terrestrial TV programmes into present 
CATV or SAT-IZF distribution devices 

• both output channels free selectable 

• DVB-T to DVB-T 

• automatic input level adjustment 

• elektronic level controllers 

 

 

SPECIFICATIONS 

 
INPUT 

Connectors [Ω] 75, IEC-jack 

Input frequency range [MHz] 47 – 862 

Input Level 

analogue / digital [dBμV] 50 - 80 / 40 – 70 

Reflection loss [dB] typ. ≥ 8 

TV standard  B/G, (D/K on request) / DVB-T 7/8 MHz 

range of level control  [dB] > 45 

OUTPUT (RF MODULATORS) 

Channel selective output filter pluggable  no 

Connectors [Ω] IEC-jack, 75 

Output frequency [MHz] 47 - 862 / K 2 - K 69 

Ausgangspegel  

analogue / digital [dBμV] 90 - 100 / 85 – 95 

Intermodulation distance [dB] typ. 60 

Reflection loss [dB] > 10 

COMMON DATA 

Power consumption [W] 11 

Ambient temperature [°C] 0...+ 50 

 
 


