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ASTRO   U 116 (AC3) 
 

IP / PAL CONVERTER, 4X IP-MULTICAST TO 2X 
2 PAL 

 

• Plug-in modules for U-100 base unit 

• To implement up to four IP Gigabit  

• Ethernet multicast groups in four standard PAL programs 

• Led out PAL programs than two adjacent channel pairs  

• Exceptional signal parameters by Direct Digital Technology (Video S / N: 66 dB)  

• Optional output channel filter (U-KF) maintain high signal quality even after combining  

• Userfriendly configuration via web browser 
 
 

SPECIFICATIONS  

NETWORK INTERFACES (PASSIVE FORWARDED TO U-1XX) 

Management 2 x 100 Base-T Ethernet (RJ 45) 

Data 2 x 1000 Base-T Ethernet (RJ 45) 

Protocol 
IEEE802.3 Ethernet, RTP, ARP, IPv4, TCP/UDP, HTTP, SNTP, 

IGMPv3 

TRANSPORT STREAM PROCESSING 

TS Decapsulation UDP, UDP / RTP, 1-7 packets, FEC 

Packet length [Bytes] 188 / 204 

DECODING 

Video 
MPEG 2 Main 
Profile @ Main 

Layer MP @ ML 

MPEG-2 Main Profile @ 
Main Layer MP @ ML und 

H.264 MP @ L30 (SD) 

H.264/AVC Level 
4.1 HP, 

MPEG-2 MP@HL 

Audio 
2 x MPEG-1 Layer 2, Mono / Stereo, 2-

channel audio / Audio Description 

MPEG-1/2 Layer 
1/2,  

(HE-)AAC, 
AC-3* / Dolby 
Digital (Plus) 

optional 

Data Teletext, VPS, WSS, Teletext Subtitles, DVB Subtitling  

PAL MODULATION 

Connectors [Ω] 75, 2 x F jack 

Frequency range [MHz] 47-862, digital modulated 

Output level [dBμV] 118 

Return loss [dB] ≥ 14 

Signal to noise ratio [dB] ≥ 60 

Stereo crosstalk [dB] > 55 

Residual carrier accuracy [%] 1 

TV-Standard  PAL B/G, D/K, M, N, SECAM, SECAM L, A2/NICAM, NTSC mono 

Video noise ratio [dB] typ. 65 

COMMON DATA 

Power Consumption [W] 28 

Housing  19´´, 1 RU 

Permissible ambient temperature  [°C] 0…+45 
*) AC-3 is supported only from U 116 (AC-3)  

 
 


