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ZHONE   MXK 319 / 819 / 823 
 

MULTI-ACCESS GPON PLATFORM 

 
 
Zhone's MXK intelligent Terabit Access Concentrator reflects 
this new Approach, with non blocking Capacity of up to 3,600 
100Mbps GPON Subscribers or 360 1G Active Ethernet 
Subscribers per Chassis.  
 
Beyond Sheer Bandwidth, MXK Platforms Leverage Zhone's 
well proven SLMS Access Operating System for sophisticated 
Service Intelligence, to guarantee High Quality of Experience for Subscribers, along with Ease 
of Management to address rising Costs of Network Operation.  
 
 

• Unmatched Scalability, with initial 400G Backplane and non blocking 20G to every Slot  

• Superior Intelligence and Security with proven SLMS Access Operating System 
Software 

• Intuitive, omprehensive Management, with CLI, WebUI, ZMS, and new Smart OMCI 

• Flawless Delivery of Multi play Services over any FTTx or MSAP Architecture  
 

 
DIMENSIONS MANAGEMENT 

MXK 319 3U: 13.3 x 43.8 x 28.3 cm, Line Cards: 7; 
Front Card Access 

Unit Level: Terminal for Command Line Interface , Web 
GUI based Management 

MXK 819: 8U: 35 .5 x 43.8 x 28.3 cm, Line Cards: 14; 
Front Card Access 

Network Level: Zhone Management System via SNMP 
v2c for GUI, with CORBA IDLor XML OSS Gateway 
Machine Interface for OSS Integration, Fully ITU 
Standards- compliant Smart OMCI Implementation for 
ONT Management 

MXK 823: 8U 35.5 x 53.8 x 28.3 cm, Line Cards: 18; 
Front Card Access 

POWER REGULATORY COMPLIANCE 

DC: -43.75V to -62V NEBS Level 3 compliant 

Dual (A / B redundant) Power Feeds RUS listed 

INTERFACES Safety: UL 60950 3rd edition, CSA 950 3rd 

GPON OLT G.984.1-4 compliant edition, EN 60950, AS / NZS 3260, TS 001 

Active-Ethernet 802.3ah Emissions: EN 55022A, CFR47 PART 15A (FCC) 

UPLINKS & LINE CARDS Immunity: NEBS GR-1089-Core Level 3,  

Uplinks: EN 55024, EN 55082-1, T1.601-1992 

2 x 10G Ethernet + 8 x 1G Ethernet  Environmental: NEBS GR-63-Core Level 3,  

8 x 1G Ethernet GR-487 compliant, ETS 300 019-2-x compliant, 

Optical Based Line Cards: ISTA Transportation and Handling 

4 Port GPON OLT Network Certification: FCC Part 68, CTR-12, 

8 Port GPON OLT CTR-13, DOC CS-03, TSO 16, GR-57 

20 Port Active Ethernet (High Performance/ High 
Density options) 

In process 

PROTOCOL SUPPORT OPERATING REQUIREMENTS 

Bridging 802.1D, VLAN 802.1Q with 802.1p Ambient Operating Temperature: -40° C-65°C 

Multicast IGMP v2 and v3 (Snooping, proxy)  
Relative Operating Humidity: up to 85% (non 
condensing) 

ITU G.984.1- 984.4 OMCI GR-487 compliant 

IEEE 802.3ah, IEEE 802.3ad LACP Designed for outside Plant Deployment  

DHCP Relay, RSTP, EAPS  
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MODEL BESCHREIBUNG  

MXK-CHASSIS-819 8U, 19" Rack, 14 Line-Card Slots, two Uplinks 

MXK-CHASSIS-823 8U, 23" Rack, 18 Line Card Slots, two Uplinks  

MXK-CHASSIS-319 3U, 19" Rack, 7 Line Card Slots, two Uplinks  

 


