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ARRIS Harmonic HLD 7105T DWDM 
 

VORWÄRTS-TRANSMITTER  

 
Harmonics METROLink HLD 7105T sind innovative DFB‐Laser 

Transmitter‐Module, konzipiert für Narrowcast‐Anwendungen. Die 

Wellenlänge des DFB‐Lasers ist stabilisiert und auf eine der 16 
Wellenlängen im ITU‐Gitter mit 100 GHz (0,8 nm) Abstand abgeglichen. Mit 

dem Dense Wavelength Divison Multiplexing (DWDM)‐Verfahren können 

digitale Narrowcast‐Dienste auf einer einzelnen Glasfaser übertragen und 
mittels Wellenlänge adressiert werden. Sie können als einfache 
Punkt‐zu‐Punkt Narrowcast‐Verbindungen oder in Kombination mit den 

optischen Verstärkern der Harmonics METROLink‐Produktfamilie oder Rundfunksendern mit 
selektiven Wellenlängen für umfassende Systemlösungen eingesetzt werden.   
 
Die HLD 7105T Sender‐Module zeichnen sich durch ein außerordentlich kompakte Bauweise 

aus. 10 Transmitter passen in einen 3HE‐Rack (HLP 4200‐Plattform). Die Transmitter‐Module 

werden mittels HMC 4000‐Modulträger im Rack installiert. Für die Konfiguration stehen drei 
verschiedene Setup‐Verfahren zur Verfügung:  
 

• Über das Display-Menü der HLP 4200 Plattform 

• Über die Einstellung am Frontbedienfeld des Moduls  

• Über das NETWatch Element Management System 
 
Die konstant hohe Leistung sowie die Zuverlässigkeit der Transmitter werden von einem 
Mikroprozessor und entsprechender Firmware gewährleistet  und es können alle wesentlichen 
Funktionen kontrolliert und überwacht  werden. Das Modul ist mit einem optischen Anschluss 
auf abnehmbarer Platte (Modulrückseite) ausgestattet, womit einfache Reinigung und Wartung 
garantiert sind.  
 

• DWDM Transmitter: bis zu 16 Wellenlängen im ITU Grid 

• Hot plug-In/Out, individuell ersetztbare Transmitter-Module 

• Optimiert für Full-Spectrum-QAM-Loading 

• Manueller oder Automatischer Gain Control (AGC) Modus 

• Niedriger Leistungsbedarf 

• Höchste industrielle DWDM Rack-Dichte: bis zu 48 Transmitter pro 3RU Gehäuse mit 
redundanter Stromversorgung und optischem Multiplexing  

• -20dB Input-Messpunkt an der Vorderseite 

• Laser On/Off Schalter an der Vorderseite 

• Status-Monitoring vor Ort oder über Fernsteuerung möglich 
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SPEZIFIKATIONEN 

OPTICAL OUTPUT 

Output Power1, 2 7.5 dBm ±0.25 dBm (5.3 to 6.0 mW) 

RF Flatness < 1 dB peak-to-valley 

Laser shutdown disable/enable switch 

Eye protection Safety shutter 

RF INPUT 

Input level range 23 to 40 dBmV 

Operational bandwidth 40 to 1003 MHz 

RF attenuator adjustment range 15 dB in 0.1 dB steps 

Chirp compensation adjustment range 0 to 100 km in 10 km steps (up to 300 MHz RF bandwidth) 

Impedance 75 ohms 

Return loss > 16 dB 

Element management system NETWatch Site Controller 

Interface RS-485, RS-232C connectors (in HLP 4200) 

USER INTERFACE FRONT PANEL 

Bi-state status LED Normal = green, Alarm = red 

Module selection indicator Yellow LED 

RF attenuation adjustment 

Monitor point 

Laser RF drive monitor 
Flatness: ± 1.5 dB 
Return loss: > 16 dB 
Connector type: Female F 

USER INTERFACE REAR PANEL 

RF input connector type Female F 

Optical output connector 

POWER 

Nominal +24 VDC; supplied by HLP 4200 bus 

Maximum +28 VDC 

Consumption 22 Watts maximum 

ENVIRONMENTAL 

Operating temperature range 0° to +50° C (+32° to 122° F) 

Storage temperature range -40° to +70° C (+32° to 158° F) 

Automatic three-speed fan adjustment at 40° and 50° C (104° and 122° F)  

Relative humidity Maximum 85% noncondensing 

Over-temperature laser protection Software and hardware 

PHYSICAL 

Dimensions 1.3 in W x 4.4 in H x 12.7 in D / 3.3 cm W x 11.2 cm H x 32.2 cm D 

Weight 2.1 lbs / 0.95 kg 

Mounting HLP 4200 Platform; one half-module slot, via HMC 4000 

Optical connector type SC/APC (Other connectors available on request)  

RF connector type 
Standard F, RG-59 cable type (accepts 0.64 to 0.8 mm center  conductor 
diameter) 

 
1. If total RF input drops to 22 dBmV or below, optical output will  drop by 3 dB. This feature helps  
suppress noise effect due to stimulated Brillouin scattering.  
2. Please contact your Harmonic Applications Engineer to determine the expected performance and  
constraints for your DWDM system. 
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DWDM WAVELENGTHS 

TRANSMITTER MODEL ITU CHANNEL WAVELENGTH (NM) HARMONIC NUMBER 

HLD 7105T-C20 C20 1561.42  

HLD 7105T-C21 C21 1560.61  W08 

HLD 7105T-C22 C22 1559.79  

HLD 7105T-C23 C23 1558.98 W07 

HLD 7105T-C24 C24 1558.17  

HLD 7105T-C25 C25 1557.36 W06 

HLD 7105T-C26 C26 1556.56  

HLD 7105T-C27 C27 1555.75 W05 

HLD 7105T-C28 C28 1554.94  

HLD 7105T-C29 C29 1554.13 W04 

HLD 7105T-C30 C30 1553.33  

HLD 7105T-C31 C31 1552.52 W03 

HLD 7105T-C32 C32 1551.72  

HLD 7105T-C33 C33 1550.92 W02 

HLD 7105T-C34 C34 1550.12  

HLD 7105T-C35 C35 1549.32 W01 

HLD 7105T-C36 C36 1548.51  

HLD 7105T-C37 C37 1547.72  

HLD 7105T-C38 C38 1546.92  

HLD 7105T-C39 C39 1546.12 WE8 

HLD 7105T-C40 C40 1545.32  

HLD 7105T-C41 C41 1544.53 WE7 

HLD 7105T-C42 C42 1543.73  

HLD 7105T-C43 C43 1542.94 WE6 

HLD 7105T-C44 C44 1542.14  

HLD 7105T-C45 C45 1541.35 WE5 

HLD 7105T-C46 C46 1540.56  

HLD 7105T-C47 C47 1539.77 WE4 

HLD 7105T-C48 C48 1538.98  

HLD 7105T-C49 C49 1538.19 WE3 

HLD 7105T-C50 C50 1537.40  

HLD 7105T-C51 C51 1536.61 WE2 

HLD 7105T-C52 C52 1535.82  

HLD 7105T-C53 C53 1535.04 WE1 

HLD 7105T-C54 C54 1534.25  

HLD 7105T-C55 C55 1533.47  

HLD 7105T-C56 C56 1532.68  

HLD 7105T-C57 C57 1531.89  

HLD 7105T-C58 C58 1533.11  

HLD 7105T-C59 C59 15350.33  

 

BESTELLINFORMATIONEN 

 
HLD 7105T-Cxx-zz 
Cxx = ITU channel number (see Table A-1); 40 wavelengths available 
zz = Connector type: AS, AF, or AE 
AS = SC/APC 
AF = FC/APC 
AE = E2000 

 

 

 


