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DEV   7152 
 
INTELLIGENTES OPTRIBUTION OUTDOOR-GEHÄUSE 
 
 
Das DEV 7152 ist ein Outdoor-Gehäuse mit 5 Steckplätzen für 
verschiedene „RF over Fiber“-Module einschließlich CWDM-Module 
der Optribution Serie. Über den integrierten Controller sind alle 
Funktionalitäten mit dem DEV Web Interface oder über SNMP-
Protokoll zugänglich. Das DEV 7152 kann für 1+1 und 4+1 
Redundanzbetrieb konfiguriert werden und ermöglicht auch eine 
redundante Spannungsversorgung. Es wurde entwickelt um auch 
rauen Umgebungsbedingungen zu widerstehen und bietet somit 
höchste Zuverlässigkeit.  
 
 

FEATURES 

 

• Stabiles Outdoor Gehäuse für bis zu 5 optische Module 

• 50 Ohm SMA (f) oder N (f) oder 75 Ohm F (f) 

• 1+1 Redundanz Option 

• Automatic Switch Back Option für 1+1 Redundanzbetrieb 

• 4+1 Redundanz Option 

• RGC (Redundancy path Gain Compensation) für n+1 Redundanz 

• Optische Ethernet Option 

• SNMP Support 

• DEV Web Interface 

• Signalaufzeichnungs- und Datenbackup-Feature 

• Redundante Spannungsversorgung 

• Mastmontage möglich 

• Erweiterter Betriebstemperaturbereich -30…+60 °C (-22…+140 °F) 
 

 
 
 

SPEZIFIKATIONEN 

CAPACITY VALUE CONDITION 

Front Side 5 Slots for Optical Modules (max. 4 Twin Modules)  

REMOTE COMMUNICATION   

Interface (Connector) Ethernet (RJ-45)  

Remote Control & Surveillance via Web Interface and via SNMP  

REDUNDANT POWER SUPPLY   

Supply Voltage 100…240 V AC  

Power Consumption <100 VA  

GENERAL SPECIFICATIONS   

Size 
14.7" (374 mm) Width, 
15" (382 mm) Height, 
13.2" (335 mm) Depth 

 

Mounting via 4 Bolts  

Weight ~17 kg empty Chassis 

Operating Temperature 
-30…+45 °C (-22…+113 °F)  
-30…+60 °C (-22…+140 °F)  

standard 
with Option 91 

Ingress Protection Rating 

IP65 

 
 

only in Combination with 
Optical Breakout Cables 
DEV 78xy 
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BESTELLINFORMATIONEN 

OPTRIBUTION® CHASSIS 

DEV 7152  
    Option 22  
    Option 28  
    Option 55 
    Option 56  
    Option 57  
    Option 58 
 
    Option 78  
    Option 89  
    Option 91  

Intelligent Optribution® Outdoor Chassis; 5 Slots 
Main Backup Swap 
Automatic Switch Back 
Change Ethernet to optical Ethernet Interface; 30 km 
Change Ethernet to optical Ethernet Interface; 1530 nm; 100 km 
Change Ethernet to optical Ethernet Interface; 1550 nm; 100 km 
Additional Ethernet Port with integrated Switch Functionality;  only in Conjunction with Option 55, 56 
or 57 
Additional Web License 3-4 RU 
Pole Mount Assembly 
-30...+60 extended Temperature Range 

CABLING OPTIONS 

Option 40 Cabling for 1 Slot; DC…3000 MHz; 50 Ohm, SMA (f)  

Option 40 Twin Cabling for 1 Slot for Twin Module; DC…3000 MHz; 50 Ohm, SMA (f)  

Option 40/N Cabling for 1 Slot; DC…3000 MHz; 50  Ohm, N (f) 

Option 40/N Twin Cabling for 1 Slot for Twin Module; DC…3000 MHz; 50 Ohm, N (f)  

Option 41 Cabling for 1 Slot; 10...1006 MHz; 75 Ohm, F (f)  

Option 42 Cabling for 1 Slot; DC, 700…2300 MHz; 75 Ohm, F (f)  

Option 42 Twin Cabling for 1 Slot for Twin Module; DC, 700…2300 MHz; 75 Ohm, F (f)  

1+1 REDUNDANCY OPTIONS 

Option 45/50N/Rx 1+1 Rx Redundancy Kit; 950…2150 MHz; 50 Ohm, N (f)  

Option 45/75/Rx 1+1 Rx Redundancy Kit; 950…2150 MHz; 75 Ohm, F (f)  

Option 45/75/Tx 1+1 Tx Redundancy Kit; DC, 950…2150 MHz; 75 Ohm, F (f) 

N+1 REDUNDANCY OPTIONS 

Option 47/50/4+1 4+1 Redundancy Kit; DC, 950…2150 MHz; 50 Ohm, SMA (f)  

Option 47/50N/4+1 4+1 Redundancy Kit; DC, 950…2150 MHz; 50 Ohm, N (f)  

Option 47/75/4+1 4+1 Redundancy Kit; DC, 950…2150 MHz; 75 Ohm, F (f ) 

OPTICAL BREAKOUT CABLES 

DEV 7811 
    Option 49 

4 Fiber Optribution® Breakout Cable 10 m; SC/APC 
Additional 5 m, 4 Fibers 

DEV 7812 
    Option 49 

8 Fiber Optribution® Breakout Cable 10 m; SC/APC 
Additional 5 m, 8 Fibers 

DEV 7824 
    Option 49 

4 Fiber Optribution® Breakout Cable 10 m; SC/APC; with 230 V Cabling  
Additional 5 m, 4 Fibers with 230 V Cabling  

DEV 7825 
    Option 49 

8 Fiber Optribution® Breakout Cable 10 m; SC/APC; with 230 V Cabling  
Additional 5 m, 8 Fibers with 230 V Cabling  

OPTICAL CONNECTOR OPTIONS FOR OPTICAL BREAKOUT CABLES 

Option 07 FC/APC Optical Connector 

Option 08 E2000/HRL Optical Connector 

 


