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TELESTE   AC 8810 
 

1.2 GHZ INTELLIGENT FIBRE OPTIC PLATFORM 

 

Der AC8810 ist ein inelligenter Node mit zwei aktiven 
Ausgänge und Upstream-Segmentierung.Er bietet hohe 
Ausgangspegel (Umax 112 QAM / 113.0 dBµV) und 
unterstützt 1.2 GHz/204 MHz Bandbreite. Remote-
Monitoring und Remote-Control ist mittels Transponder 
verfügbar (HMS/CATVisor or DOCSIS). 

 

• Verbesserte 1.2 GHz GaN Hybrid Technologie 

• 204 MHz Upstrem 

• Lokales Tastenbedienfeld und LED-Display 

• Automatische Anpassungen von Vor- und Rückweg 

• Redundante Stromversorgung 

• Effizienter ESD- und Überspannungsschutz 

• Elektrische Pegel- und Entzerrungssteuerung 

• Mit AC6992/AC6980 Transponder Plug-in: CATVisor / HMS (AC6992) oder DOCSIS 
(AC6980) Remote-Verbindung, ALC mit programmierbaren Pilot-Trägern, Vorweg 
Spectrum Analyser, Rückweg Signalqualitäts-Monitoring mit automatischer 
Einstrahlungsüberwachung, echtes Plug-and-Play mit einzelnen Drucktasten und 
Rückweg Pilot Generator (AC6992) 

 
 

SPEZIFIKATIONEN  

DOWNSTREAM SIGNAL PATH  

Light wavelength nm 1290...1610 

Optical input power range dBm -8...0 

Frequency range MHz 85...1218 

Return loss dB 18 

Gain limited output level dBμV 2 x 118 

Input gain control (OLC) dB 0…-26 

Mid-stage gain control  dB 0…-30 

Mid-stage slope control dB 0…20 

Flatness     dB ±0.5 

Group delay ns 2 

Test point dB -20 

Transponder connection dB -19 

Noise current density pA/√Hz 6.0 

Umax(112 QAM channels) @1.0 GHz dBμV 113.0 

Umax(138 QAM channels) @1.2 GHz dBμV 111.5 

CTB 41 channels     dBμV 116.0 

CSO 41 channels dBμV 117.0 

UPSTREAM SIGNAL PATH  

Frequency range MHz 5…204 

Return loss   dB 18 

Ingress switching dB 0 / -6 / < -45 

OMI adjustment dB 0…-20 

OMI test point dB -5 

Transponder connection dB -38 

Isolation between US paths dB > 55 
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GENERAL 

Power consumption  W 44 

Supply voltage AC V 
27...65 sinus or square wave 

 40…90 square wave 
230 

Maximum current feed through A  8.0 / port 

Hum modulation dB 70 

Optical connectors  SC/APC, FC/APC, E-2000 

Output connectors  PG11 

Test point connectors  F female 

Dimensions (h x w x d) mm 245 x 255 x 155 

Weight     kg 5 

Operating temperature °C -40...+55 

Class of enclosure      IP 54 

EMC  EN50083-2 

ESD kV 4 

Surge kV 6 (EN 60728-3) 
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BESTELLINFORMATIONEN 

 

 


